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1 
This invention relates to the manufactt[re of 
welting fo be used upon shoes fo provide a deco- 
rative element thereon. 
If is in general the broad object of the present 
invention fo provide an improved method for the 5 
manufacture of decorative welting. 
A further object of the present invention is 
fo provide a novel foïm of welting for use upon 
men and boys' shoes. 
The invention includes other objects and ïea- i0 
tures of advantage, some of which, togetheï with 
the foïegoing, will appear hereinafter wherein 
the practice of the method of this invention and 
the pïeferïed foïm of the welting of this inven- 
tion are disclosed. 15 
In the drawing accompanying and forming a 
part hereof, 
Figure 1 is a plan view il]ustrating certain of 
the steps in the manufacture of welting embody- 
ing the present invention. 20 
Figure 2 is an end view of the stïip shown in 
Figure i. 
Figure 3 is a plan view of the welting in an in- 
termediate stage of manufacture. 
Figure 4 is an end elevation of the welting 25 
shown in Figure 3. 
Figure 5 is a view of the leather strip assem- 
bled upon itself during the course of manufac- 
ture. 
Figure 6 is an end view of the welting shown in 30 
Figure 5. 
Figure 7 is a plan view of the completed welt- 
ing. 
Figure 8 is an end view of the welting shown 
in Figure 7. 35 
leferring to the drawing, a continuous fiat rec- 
toEngu]ar strip of leather is cut simultaneously by 
sharp knives, four cuts in all ïeing ruade; two 
cuts are ruade from opposite sides of the strip, 
as indicated by numerals 6 and , and para]lel to 40 
the fiat faces of the strip, these extending 
wardly from the edges of the strip. Vertical cuts 
$ and 9 are ruade into cuts 6 and  respectively to 
provide, respective]y, first and second cuV por- 
tions on the strip; cut 6 is ruade at 90 ° to the face 45 
of the strip whfle cut 9 is made at an angle of 
proximate]y 45 ° to the saine face strip, the sev- 
ered portions are then removed to provide a strip 
as shown in Figures 3 and 4, and wherein a con- 
tinuous narrow uncut .portion 19 is al] thaç re- 0 
mains of what former]y provided one face of the 
strip. So much of the strip is removed that base 
12 (Figure 4) is rhin and flexible and can be 
lapped over as wil] be exp]ained. 
'The position of cut 8 along the face and the 
length of cut 6 are such that the ]engs of cuts 
8 and 6 are preferably equal to the total lengVh of 

2 
cuts ] and 9 and the width of uncut portion 19. 
The cut strii is fina]ly of the form as shown in 
Figures 3 and 4. 
Following the cutting, a portion of base 12 oï 
the strip is bent back over face 19, in which po- 
sition it is secured by a suitable latex cernent ad- 
hesive of a type well-known in the art being em- 
ployed, the we]ting Vhen being in the form shown 
in Figures 5 and 6. Preferably, the first cut por- 
tion is suflicient in width to ]ap over and cover 
not only the uncut portion but the second cut 
portion as well. The welting then has a re]a- 
tively fiat, rhin portion 15 leading into raised or 
welted portion 16. Fo]lowing this step, a plural- 
ity of V-shaped notches I1 are cut a]ong raised 
portion 16. When if is desired to use the welting 
as a decorative attachment for shoes, the rhin 
portion 15 is secured by sewing between suitable 
portions of the shoes, as between a counter and 
an upper, with the series of ridges projecting to 
provide a fanciful and decorative attachment. 
From the foregoing, I believe if will be appar- 
ent that I have provided a relatively novel, sim- 
ple and improved welting for use upon men's and 
boys' shoes as a decoration thereon. 
I claire: 
A method of manufacturing leather welting 
from a fiat, rectangular strip of material com- 
prising, cutting the strip inward]y from each 
edge to provide a substantial uncuV portion 
throughout the length of the strip, cutting the 
strip at one side thereof at an angle of 90 ° to the 
inward cut to form a shoulder with the uncut 
portion, cutting the strip at the other side there- 
of at an angle of about 45 ° to the inward cut to 
form another shou]der with the uncut portion, 
thereby forming a rib from the uncut portion 
having latera], integra] fianges extending from 
either side of the rib, the fiange formed by the 
90 ° cut being substantial]y wider than the corre- 
sponding fiange formed from the 45 ° cut, ïolding 
the wider fiange over the rib and securing it to 
the narrow fiange, thereby providing a welting 
having a thickened portion extending along one 
edge thereof and a rhin portion along the other 
edge. 
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